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SAFETY DATA SHEET
UTRECHT ALKYD GEL OIL PAINTING MEDIUM  |  In Compliance with OSHA HazCom Standard 29 CFR 1910.1200 (GHS)

SECTION 1  –  IDENTIFICATION

Product Name: UTRECHT ALKYD GEL OIL PAINTING MEDIUM

SKU: UT-14121 (5 oz, 150 mL)

Relevant Identified Uses: Oil painting medium; artist material

Uses Advised Against: None known

Manufacturer: Utrecht Manufacturing, LLC

Address: 33 35th Street, Brooklyn, NY 11232

Phone: (800) 223-9132

Website: www.utrecht.com

Emergency (Transport): (800) 223-9132

Emergency (Health): Poison Control Center: (800) 222-1222

SDS Date: 11/06/2015

Revision Date: 01/22/2025

SECTION 2  –  HAZARD(S) IDENTIFICATION

SIGNAL WORD: DANGER

GHS Classification
• Aspiration Hazard, Category 1
• Flammable Liquid, Category 3
• Skin Irritant, Category 2
• Acute Inhalation Toxicity, Category 4

GHS Pictograms
GHS08 (Health Hazard)  |  GHS02 (Flame)  |  GHS07 (Exclamation Mark)

Hazard Statements

Code Statement

H304 May be fatal if swallowed and enters airways

H226 Flammable liquid and vapour

H315 Causes skin irritation

H332 Harmful if inhaled

Precautionary Statements

Prevention:
• P210 – Keep away from heat, sparks, open flames and hot surfaces. No smoking.
• P260 – Do not breathe vapours/spray.
• P264 – Wash hands thoroughly after handling.
• P271 – Use only outdoors or in a well-ventilated area.
• P280 – Wear impermeable protective gloves.
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Response:
• P301 + P310 – IF SWALLOWED: Immediately call a POISON CENTER/doctor.
• P331 – Do NOT induce vomiting.
• P302 + P352 – IF ON SKIN: Wash with plenty of soap and water.
• P312 – Call a POISON CENTER/doctor if you feel unwell.
• P304 + P340 – IF INHALED: Remove to fresh air and keep at rest in a position comfortable for breathing.

Storage:
• P403 + P235 – Store in a well-ventilated place. Keep cool.
• P405 – Store locked up.

Disposal:
• P501 – Dispose of contents/container to an approved disposal facility in accordance with local/national 

regulations.

SECTION 3  –  COMPOSITION / INFORMATION ON INGREDIENTS

This product is a mixture. Hazardous ingredients are listed below.

Hazardous Ingredient CAS No. EC No. PEL/TLV 
(mg/m³)

Max % 
Wt.

NTP / 
IARC

Petroleum Distillates 64742-47-8 265-150-3 525.00 52.27% N / N

Stoddard Solvent 8052-41-3 232-489-3 N/A 15.41% N / N

SECTION 4  –  FIRST AID MEASURES

After Inhalation: Move person to fresh air. If symptoms (dizziness, nausea, 
headache) persist, seek medical attention. If unconscious, place 
in recovery position and call emergency services.

After Skin Contact: Wash affected area with soap and water for at least 5 minutes. 
Remove contaminated clothing. Seek medical attention if 
irritation develops or persists.

After Eye Contact: Immediately flush eyes with plenty of clean water for at least 15 
minutes, holding eyelids open. Remove contact lenses if 
present and easy to do. Seek immediate medical attention.

After Ingestion: DO NOT INDUCE VOMITING – aspiration hazard. Immediately 
call a POISON CENTER or doctor. If conscious, rinse mouth 
with water. Do not give anything by mouth to an unconscious 
person.

Most Important Symptoms: Aspiration hazard leading to chemical pneumonia; skin irritation; 
dizziness; nausea; headache.

Notes to Physician: May cause aspiration hazard. Treat symptomatically. Do not 
induce emesis.

SECTION 5  –  FIRE-FIGHTING MEASURES

Flammability: Flammable Liquid

Flash Point: 135°F (57°C)
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Autoignition Temperature: Not available

Explosion Limits in Air: LEL 0.7%  |  UEL 6.0%

Suitable Extinguishing Media
• Foam, carbon dioxide (CO2), dry chemical (Class B), Halon

Unsuitable Extinguishing Media
• Direct water jet – may spread burning liquid

Hazardous Combustion Products
Carbon monoxide, carbon dioxide, unidentified organic compounds and acrid smoke.

Special Protective Equipment for Firefighters
Wear self-contained breathing apparatus (SCBA) and full protective clothing. Cool fire-exposed containers with 
water spray. No special fire-fighting procedures otherwise required.

SECTION 6  –  ACCIDENTAL RELEASE MEASURES

Personal Precautions
Wear appropriate personal protective equipment. Remove ignition sources. Ensure adequate ventilation. Avoid 
breathing vapours.

Environmental Precautions
Prevent entry into drains, waterways, sewers or soil. Report spills to relevant authorities if required.

Containment and Cleanup
Clean up in accordance with all applicable regulations. Absorb spillage with non-combustible, absorbent material 
(e.g. dry sand, vermiculite). Collect in a suitable, labelled container for disposal. Refer to Section 13 for waste 
disposal guidance.

SECTION 7  –  HANDLING AND STORAGE

Handling
Good industrial hygiene practice requires that exposure be maintained below the TLV, preferably through adequate 
ventilation. When this cannot be achieved, personal respiratory protection must be used. Wash hands immediately 
after use. Avoid ingestion. Keep away from heat, sparks and open flames.

Storage
Store in a cool, well-ventilated area in tightly closed containers. Keep away from heat and open flames. Store 
locked up. Keep out of reach of children.

Recommended Storage Materials
• Suitable: Stainless steel, aluminum, original container
• Unsuitable: Certain plastics may not be compatible – verify prior to use

SECTION 8  –  EXPOSURE CONTROLS / PERSONAL PROTECTION

Control Parameters

Petroleum Distillates PEL/TLV: 525 mg/m³

Stoddard Solvent PEL/TLV: Not established (N/A)
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Biological Exposure Limits: Not available

DNEL: Not available

PNEC: Not available

Engineering Controls
Provide adequate local exhaust or general room ventilation to maintain exposure below TLV. Emergency eyewash 
stations and safety showers should be available in areas of potential exposure.

Personal Protective Equipment

Eyes / Face: Safety goggles if splash risk; safety glasses for general use

Hands: Impermeable protective gloves (nitrile or neoprene 
recommended)

Body: Protective work clothing; avoid prolonged skin contact

Respiratory: Use appropriate respiratory protection when ventilation is 
inadequate (e.g. organic vapor respirator)

General Hygiene: Wash hands immediately after handling. Do not eat, drink or 
smoke when using. Remove contaminated clothing and wash 
before reuse.

SECTION 9  –  PHYSICAL AND CHEMICAL PROPERTIES

Appearance: Viscous gel, amber/clear

Odor: Mild petroleum/solvent odour

pH: Not applicable

Melting / Freezing Point: Not applicable

Boiling Point / Range: 350 – 425°F (180 – 220°C)

Flash Point: 135°F (57°C)

Autoignition Temperature: Not available

Evaporation Rate: Not available

Flammability: Flammable

Explosion Limits: LEL 0.7%  |  UEL 6.0%

Vapor Pressure: Not available

Vapor Density (Air = 1): Not available

Specific Gravity: 0.90 @ 25°C

Solubility in Water: Not appreciably soluble

Reactivity in Water: Non-reactive

Partition Coefficient (log Kow): Not available

Viscosity: Gel

SECTION 10  –  STABILITY AND REACTIVITY

Chemical Stability: Stable under normal conditions of use and storage.

Reactivity: Non-reactive in contact with water under normal conditions.
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Conditions to Avoid: Heat, open flames, sparks and other ignition sources.

Incompatible Materials: Strong oxidizing agents; avoid contact.

Hazardous Polymerization: Will not occur.

Hazardous Decomposition Products: Not anticipated under normal use. Thermal decomposition may 
yield carbon monoxide and carbon dioxide.

SECTION 11  –  TOXICOLOGICAL INFORMATION

Routes of Exposure and Acute Effects

Inhalation: Vapour harmful. Exposure may result in nausea, headache, 
dizziness or disorientation.

Skin Contact: Skin irritant. Repeated or prolonged contact may cause 
dermatitis and drying of skin.

Eye Contact: May cause mild irritation, redness and tearing.

Ingestion: May be harmful if swallowed. Do not induce vomiting – 
aspiration hazard can cause chemical pneumonia.

Acute Toxicity Data

Summated LD50 (oral): > 50,000 mg/kg

Carcinogenicity: Not considered a known or suspected human carcinogen by 
NTP, IARC or OSHA (see Section 3).

Mutagenicity: No data available

Reproductive Toxicity: No data available

STOT – Single Exposure: May cause respiratory irritation (vapours)

STOT – Repeat Exposure: No data available

Aspiration Hazard: Category 1 – May be fatal if swallowed and enters airways

SECTION 12  –  ECOLOGICAL INFORMATION

No harmful ecological effects known other than those associated with suspended inert solids in water.

Aquatic Toxicity: Not expected to be acutely hazardous to aquatic organisms at 
likely exposure concentrations.

Persistence/Degradability: Not available

Bioaccumulative Potential: Not available

Mobility in Soil: Not available

Other Adverse Effects: Avoid release to the environment; keep product out of drains 
and waterways.

SECTION 13  –  DISPOSAL CONSIDERATIONS

RCRA Hazard Class (40 CFR 261): This product is NOT classified as a hazardous waste.

Waste Disposal Method: Dispose of in accordance with all applicable federal, state and 
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local regulations.

Uncleansed Packaging: Dispose of in accordance with local and national regulations. Do 
not reuse empty containers.

General: Do not pour down drains or into the environment. Contact a 
licensed waste disposal contractor.

SECTION 14  –  TRANSPORT INFORMATION

Hazard Class: Class 3 – Flammable Liquids

Proper Shipping Name: Paint Related Material

NFPA Codes: Health: 1  |  Fire: 2  |  Reactivity: 0

HMIS Codes: Health: 1  |  Flammability: 2  |  Reactivity: 0

Mode / Regulation UN Number Proper Shipping Name Class Packing 
Group

Marin
e 
Pollut
ant

U.S. DOT (Ground) Not Regulated Consumer Commodity / 
ORM-D

N/A N/A N/A

ADR / RID (Europe) UN 1263 Paint Related Material 3 III No

IMDG (Sea) UN 1263 Paint Related Material 3 III No

IATA / ICAO (Air) UN 1263 Paint Related Material 3 III No

ADN (Inland Waterway) UN 1263 Paint Related Material 3 III No

U.S. DOT (49 CFR)

Domestic Ground: Not Regulated

Air Freight: DO NOT SHIP via air without special packaging and labeling. Contact your air carrier for detailed 
instructions.

IMDG – International Maritime Dangerous Goods

UN Number: UN 1263

Proper Shipping Name: Paint Related Material

Hazard Class: 3 (Flammable Liquid)

Packing Group: III

Marine Pollutant: No

EmS: F-E, S-E

Special Provisions: Limited Quantity permitted per IMDG Chapter 3.4

IATA / ICAO – Air Transport

UN Number: UN 1263

Proper Shipping Name: Paint Related Material

Hazard Class: 3 (Flammable Liquid)

Packing Group: III

Packing Instruction: Packing Instruction 366 (Passenger/Cargo Aircraft)
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NOTE: Special packaging and labeling required. Contact air carrier prior to shipping.

ADR – European Road Transport

UN Number: UN 1263

Proper Shipping Name: Paint Related Material

Hazard Class: 3 (Flammable Liquid)

Packing Group: III

Classification Code: F1

Tunnel Restriction: D/E

Label: 3

RID – European Rail Transport

UN Number: UN 1263

Proper Shipping Name: Paint Related Material

Hazard Class: 3 (Flammable Liquid)

Packing Group: III

Classification Code: F1

General Transport Notes
• Transport in accordance with local, national and international regulations.
• Keep containers securely sealed and away from heat and ignition sources during transit.
• Emergency Response Guide (ERG) Number: 128 (Flammable Liquids).

SECTION 15  –  REGULATORY INFORMATION

Contents of this SDS comply with OSHA Hazard Communication Standard 29 CFR 1910.1200 (GHS-aligned).

EPA SARA Title III
• Section 302.4 – Extremely Hazardous Substances (40 CFR 355): NONE
• Section 313 – Toxic Release Inventory Chemicals (40 CFR 372): NONE

Canadian WHMIS
This product is a controlled product under Canada's Workplace Hazardous Materials Information System (WHMIS). 
It contains the following toxic or highly toxic materials:

• Stoddard Solvent

U.S. State Regulatory Compliance

New Jersey RTK: No listed chemicals

Washington Children's Safe 
Products Act:

No listed chemicals

Florida Toxic Substance List: No listed chemicals

Maine Priority Chemical List: No listed chemicals

Vermont Chemicals of High 
Concern:

No listed chemicals

Massachusetts Hazardous 
Substance List:

No listed chemicals

Michigan Critical Materials Register: No listed chemicals
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Minnesota Hazardous Substances 
List:

No listed chemicals

Pennsylvania Hazardous 
Substances List:

No listed chemicals

California Proposition 65: Not listed

CPSC Consumer Product Regulations (16 CFR 1500.3 & 16 CFR 1501.4)

Warning Label: FLAMMABLE. MAY BE HARMFUL IF SWALLOWED. VAPOR HARMFUL. SKIN IRRITANT.

Contains: PETROLEUM DISTILLATES

Precautions: Wash hands immediately after use. Wear impermeable protective gloves. Avoid ingestion. Do not 
store or use near heat or flame. Use only with adequate ventilation. KEEP OUT OF REACH OF CHILDREN.

First Aid Treatment: If inhalation symptoms occur, move to fresh air. If symptoms persist, see a physician. If skin 
contact occurs, wash with soap and water for 5 minutes. If swallowed, get prompt medical attention.

This adult product is certified to comply with the Consumer Product Safety Act (CPSA), the Poison Prevention 
Packaging Act, the Federal Hazardous Substances Act (FHSA) and its Labeling for Hazardous Art Materials Act 
(LHAMA).

SECTION 16  –  OTHER INFORMATION

Revision Date: 01/22/2025

Original SDS Date: 11/06/2015

Reviewed by: Regulatory Affairs

Replaces Version: Dated 11/06/2015

Key Changes in This Revision
• Reformatted to full GHS / HazCom 2012 standard (29 CFR 1910.1200).
• Complete 16-section GHS structure applied.
• Hazard classification, statements and pictograms updated to GHS Rev. 7 format.
• International transportation regulations added (Section 14).
• U.S. state regulatory compliance table added (Section 15).

Brand Names

Brand Name SKU SKU Description

UTRECHT ALKYD GEL OIL PAINTING 
MEDIUM

UT-14121 5 oz, 150 mL

Disclaimer
We believe the statements, technical information and recommendations contained herein are reliable, but they are 
given without warranty or guarantee of any kind. The information in this document applies to this specific material 
as supplied. It may not be valid if used in combination with any other materials. It is the user's responsibility to 
satisfy themselves as to the suitability and completeness of this information for their particular use.
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